
Specifications

Model M5-1C-120 M5-2C-120 M5-3C-120

Gang 1 Gang 2 Gang 3 Gang

Type 120

WIFI IEEE 802.11 b/g/n 2.4Hz

Casing Material PC V0

Working 
Temperature

-10°C-40°C

Voltage 100-240V AC 50/60Hz

Output 100-240V AC 50/60Hz

MCU EESP32

Current Output 10A 10A(5A/Gang) 6A(2A/Gang)

Max Power 2200W
2200W 

(1100/Gang)
1320W 

(440W/Gang)

** All product specifications and product images are subject to change without notice.

M5 Series
Mechanical Smart Wall Switch

Centurion Micro Electronics (Pty) Ltd  | Tel: 012 666 9066/8 |  Mob: 060 847 0717 |  Email: sales@cme.co.za

www.cme.co.za

Features

• eWeLink-Remote Control: M5 is a smart switch with 
the gateway function of eWeLink-Remote. 

• Physical buttons: High-precision physical button.
• Safe Disassembly: Separate the high and low voltage, 

you can disassemble the switch safely.
• eWeLink APP control: Manage devices at any 

timefrom anywhere.
• Voice control: Supports voice control by working with 

Alexa, Google Home, Alice and Siri shortcuts.
• Safety Certification: CE and UKCA certified.
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