
Features

• Bezel-Free Capacitive Touch Screen, 10-Points 
Multi-touch.

• 19.5" TFT LCD High Contrast Panel 
TV/AV/HDMI (Optional)

• Standard VGA (15 pin D-SUB RGT) Video input
• RS232/COM/USB Touch Panel Connectors
• Built-in speaker amplifier/PC audio input and 

earphone jack (Optional)
• High native resolution & wide viewing angle
• Operating Systems: DOS/Windows 9X ME 2K 

XP 7 Vista NT CE / LINUX / Mac etc. 
• VESA Mounting hole 75 x 75mm

Specifications

Type 19.5 inch Touch Monitor

Backlight TFT LED Backlight

LCD Panel A-Si TFT-LCD

Display Type 16 : 9 Ratio

Pixel Pitch 432(W) x 243.06(H) mm

Brightness 300 cd/m2

Native Resolution 1600 x 900

Contrast Ratio 1000 : 1

Viewing Angle 85 / 85 / 80 / 80 (Typ.)(CR≥10)

Input Video Format Analog RGB, NTSC / PAL / SCAME (AUTO)

Colors 16.7M, 72% NTSC

Backlight Lamp Life 
(Hours)

50,000

Synchronization 
Range (H/V)

60Hz

Touch Function Touch Type 10 Points Capacitive 
Touch Panel

Touch Screen Interface USB, No need driver

Touch Response Time 5 (Typ.)(Tr+Td) ms

Touch Sensitivity Fixed

Touch Hitting Life >= 5milions times

OSD Languages 8 Languages

Power Supply AC 220V – DC 12V

Power Consumption <25 W Typ

Temperature Range Operating: 0℃-60℃ 
Storage: -20℃-80℃

Humidity Non 
Condensing

Operating: 10%-90% 
Storage: 5%-90%

Color Black

Weight 4.35 kg

Warranty 1 Year Warranty

*All product specifications and product images are subject to change without notice.

Accessories

Power Adaptor VGA Cable

Manual HDMI Cable

Active Viewing Area: 432 mm
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